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GENERAL SPECIFICATIONS

MODEX-R36 series Metal Enclosed Modular
type cubicles ;
are composed of the following modular units:
Air insulated bus bar and cable termination
Compartments,
Equipped with air insulated and SF6 gas
insulated switching devices.

MODEX-R36 series MEM type cubicles ;
Designed for indoor usage with protection
degree of IP.3X ,
Assembling, operating and control, all are done
by the front side of the cubicles.

STANDARDS

MODEX-R36 series MEM type cubicles are
Manufacturing according to the following standards :
ICE-298, IEC-265, IEC-129, |IEC-694, IEC-420, |[EC-56
IEC 62271-200

MODEX-R36

MODEX-36 series MEM ( Metal Enclosed Modular )
Cubicles , reply to the medium voltage system Needs
up to 36 kV . The products are manufacturing
according to European quality standards.

APPLICTION FIELDS

MODEX-R36 series MEM type cubicles are doing to
be used in :

MV Electrical Distribution Substations

MV/LV Transformer Substations

Compact and Portable Type MV/LV Transformer
Substations ( Concrete & Metal Enclosed )
Of the electrical distribution networks and
industrial establishments.
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Compact construction ;

Optimum dimensional design,

Minimum installation space,

Least construction works during assembling.
Easy to progress design;

Lets to add new cubicles in the operating system,
All options are available subject to intended
applications,

Construction suitable for telecommunication and
SCADA applications

Special protection relays for energy management
applications,

Corrosion endurance;

Galvanized sheet steel is used,

Perfect cleaning before powder painting,

Using polyester based electrostatic powder paint,
Electro galvanized coating of the metal parts.
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Assembling facilities;

Compact dimensions,

Easy inter-cubicles mechanical connections,
Quick bus bar and cable termination connection,
Minimized low voltage connections.
Convenience and reliability in operation;
Internal arc tested constructions,

Earthing switches with 5 times making capacity
ability,

Mechanical and electrical interlocks of the
disconnector and load break switch mechanisms
to prevent incorrect maneuver,

Voltage indicators of the M.V. cable connection
point by capacitive voltage divider insulators,
Cubicle compartments separated by sheet steel,
Switch position mechanical indicators on mimic
diagrams,

Operating mechanisms with minimum
maintenance in normal conditions,

Safe earthing protection.
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